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Benefits

Supply air valve, round

Extract air valve, square

Renoventil grille housing to connect to 
renoventil ComfoTube Flat 51

Renoventil grille housing to connect to 
renoventil ComfoTube 1 x DN 90

• Easy to install
• High air output
• Large spread
• Easy to clean
• Suitable for wall mounting flush with the ceiling
• Universal installation in timber or solid constructions thanks to wall sleeve

that can be cut to length
Air volume control with optional ComfoSet in distribution manifold•
Minimum ceiling suspension system in connection room (e.g. hallway)•
Reduced portion of secondary air: to prevent build-up of dust•
Developed for renovation objects with low space requirement as well as
retrofits and new buildings

•

Suitable up to 40 m³/h per outlet

Article numbers

Art. no.
990 326 254
990 326 253
990 322 062
990 320 062

Description
Supply air valve, round
Extract air valve, square
Renoventil grille housing for ComfoTube Flat 51 
Renoventil grille housing for ComfoTube 1 x DN 90 
Filter Renoventil square (10 pcs.), class G3 990 320 572

Tender specifications
Zehnder supply air (extract air) DN 90 renovation valve , ideal for all renovation 
projects where space is a premium, as well as for retrofits and new buildings. 
Because it can be fitted on the wall without leaving any clearance to the ceiling, 
only a very small ceiling suspension is required. The necessary openings can 
be made quickly and easily by core hole drilling. The optimized inflow 
characteristic reduces the share of secondary air. Dirt marks around the outlet 
are now a thing of the past. Similarly, the air is fed into (removed from) the room 
entirely without draughts and with a wide spread. Grille housings are available 
for connection to the Zehnder Flat51 and ComfoTube 90 air distribution 
systems.

•
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Installation

Induction and Coanda effect

Specifications 
Material: Plastic
Colour: white 
Max. nominal air volume: 45 m³/h 
Pressure loss at 40m³/h:
Extract air valve without filter: 12 Pa 
Extract air valve with filter: 27 Pa  
Supply air valve: 6 Pa
Spread for supply air valve:
at 19 m³/h: 2.6 m
at 30 m³/h: 5.3 m
at 43 m³/h: 9.3 m

Pressure losses
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Dimensional drawings
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